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Drawing Specifications Group Item
Watermark License 1x Universal Body
‘ ‘ ‘ ‘ WM-060073 1x Trim Kits Only
,03 Temperature Rating
o ™) ™ Min 1°C-Max 75°C
™~ ™~
U ™) ™ Pressure Rating
Min 150kpa - Max 500kpa
o]
Q 2N Finish & SKU
S §
Chrome Gun Metal ‘ Brushed Bronze
Q O o NR271903cCH NR271903cGM NR271903cBZ
@ . Matte Black Brushed Gold Brushed Nickel
NR271903cMB NR271903¢cBG NR271903¢cBN
85
170
250
*Dimensions are nominal measurements only.




Installation Instruction For Shower System Body Only

Installation Depth 51-66mm

plasterboard

Tile ceramic

1.Fit offin-wall mixer body into wall structure, and ensure $outlet 1
the installation depthis 51-66mm from the tile surface.
2.Connecthot, coldwaterlines. Testand check for leaks.
3.Install the plasterboard and make holes with diameters of
@40, 045,040, and @45.

4. Apply waterproofing between the plasterboard and the
mixer body (1) to prevent any potential leaks.

5.Thein-wall mixer body installationis complete.
Checkforleaks.

cold water inlet

hot water inletT

Installation Instruction For Shower SystemTrim Kits Only

Installation Depth 51-66mm

Plasterboard
DO DI
02 777) I////////I
Cutti Tile ceramic
un~ = =
Gauge
30 D45 D45
PressureTest Plug \® F ffffff 7
Wall Plate | CTUP Screw Wall Plate
/ D S dI D|verter Knob\ /
1.Install tiles and drill holes with diameters of @30, @45, | Iverter Spindle |
| E— | E—
@45,
2.Remove the pressure testplug. ‘ ‘
3. Assemble the cutting gauge onto the mixer body, ! Grub Screw L
make it flush with the tile surface, and trim off any excess r T
partafterassembly. L Adjustable distance J

e o0

DY INNNNY IO
7/////////&‘_1//////// i_ ==))))

5.Adjust the distance between the Diverter knob and
the tile surface to 28-31mmas shown in the diagram.
Plasterboard  §.Place the wall plate onto the mixer body.

Plasterboard
V7777
] { ‘ ‘ N Tile ceramic

7.Apply waterproofing in the gap between the ceramic
tile and the water outlet.

Tile ceramic

Plast|c Plastic

Cuttin Sleeve Sleeve
Gaug g_@

4.Remove the cutting gauge and protective sleeves.
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Wrap with
Teflon Tape

Adapter

Backplate

Shower
Bracket

Washer 2xGrub Screws

8.Thread the water outlet adapter onto the in-wall
body, and seal with Teflon tape.

9.Assemble the Backplate, washer, and shower
bracket onto the main body, then secure with screws.
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11.Attach the shower hose and hand shower, securing

themin place.
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Hand-wheel

.

Wear-resistant O-ring

/fHand—wheeI

Grub Screw

?Silicone Cap

Divertor Knob

Follow step 10 toinstall the Hand-wheel and the

Diverter Knob

10.Attach the wear-resistant O-ring, hand-wheel/
Diverter knob, grub screw, and silicone cap, securing

themin place.

tOutlet 1

SUEERE |

g |- Cold Water Inlet

12.Installationis now complete. Test for leaks.
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