ZANDA Data Sheet

Product Code: 7063, 7025, 7026,
7092,7093, 7094

COMMERCIAL HARDWARE
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Description:

Backed by a 20-year warranty, reflecting Zanda's
commitment to quality and longevity

Available in six standard lengths — 300mm,
450mm, 600mm, 900mm, 1240mm and 1800mm —
to suit a variety of door sizes and design preferences

Complies with AS.1428 disability code, making it
suitable for accessible and inclusive environments

]

316 Stainless Steel ensures durability and corrosion
resistance, especially in coastal or high-humidity
ETCETS

Suitable for residential and commercial use —
c from luxury homes to boutique shops.

o Fixing Options:

Face Fix (For Timber / For Glass)

Rear Fix (For Timber / Aluminium)

Back-to-Back Fix (For Timber / Aluminium)

Available Finishes:

Stainless Steel (SS)

7063 300mm 200mm 60mm Graphite Nickel (GN)
7025 450mm 250mm 76mm

7026 600mm 400mm 76mm suzias el B
7092 900mm 700mm 76mm = Satin Brass (SB)

7093 1200mm 1000mm 76mm

7094 1800mm 1600mm 76mm

Note: Measurements are in millimeters (mm)
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ZANDA

COMMERCIAL HARDWARE

Fitting Instructions

AN EXPERIENCE”
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Mark fixing position
on door. Ensure
adequate space is
provided for clearance
of knuckles on door
jamb.

Drill holes for through
bolts.

(For glass doors, allow

for neoprene sleeves)
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Mark fixing position on
door. Ensure adequate
space is provided for
clearance of knuckles
on door jamb.
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Drill holes for through
bolts.
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Mount outside handle
by bolting through door.
Include the mounting base
for inside handle.
(Only use neoprene sleeves
and washers for glass doors)
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Fix inside handle over
cylindrical mount
and fasten with Allen
screws
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Mount outside handle
by bolting through

door.
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Mark fixing position on
door. Ensure adequate
space is provided for
clearance of knuckles
on door jamb.

Screw mounting
bases to face of door
using large screws
supplied.

Fix handle over
cylindrical mount
and fasten with Allen
screws.

Face fixing is not recommended on Cedar or other soft timber doors.

Note: Measurements are in millimeters (mm)
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ZANDA Care & Maintenance

COMMERCIAL HARDWARE

AN EXPERIENCE”

CARE & MAINTENANCE FOR
EVERY FINISH

Our products are built to last, and with simple care routines, you
can maintain their original brilliance for years. From the timeless
appeal of solid brass to the durability of stainless steel and
aluminium, each material comes with tailored maintenance tips
to help you protect your investment. We even offer guidance for

coastal environments and high-use areas.

SCAN THE QR FOR FULL
CARE INSTRUCTIONS AND
FINISH DETAILS.

Keep your Zanda products looking
their best.
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