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NOTES: REVISIONS
1 MATERIALS AND FINISHES [/‘5226} REV DESCRIPTION DATE ECN BY
’ MCX STR PLUG - Be[u,vGULD PLATING A RELEASE TO MFG. 25-N0OV-25 17658 AMP
TNC STR BHD JACK IP 67 - BRASS, NICKEL PLATING
CABLE - RG 174 ‘
2. ELECTRICAL: ‘
A. IMPEDANCE: 50 OHM 4* -t — SCALE  0.500
3. PACKAGING: ‘
A. QUANTITY: SINGLE PACK ‘
B. MARKING: BAG TO BE MARKED
“AMPHENOL RF, 95-900-571-XXX AND DATE CODE” @g-g%}
RECOMMENDED MOUNTING
HOLE DIMENSIONS
LENGTH 'L" (SEE TABLE) 18.00 REF ———= GASKET
[0.709]
LOCK W ASHER
7.00 REF 16.00 MM
[(0.276] W RENCH
HEAT SHRINK TUBE ADHESIVE LINED
/ HEAT SHRINK TUBE \ [ |
\/
INTERFACE PER ~—19.0541.27 — ~~—19.05+1.27 — INTERFACE PER
MCX PLUG [0.75040.050] [0.75040.050] MIL-STD-3L48
SERIES: TNC JACK
LENGTH TABLE 17.50 MM HEX. 7/16-28UNEF-2A
PART NUMBER PART NUMBER LENGTH “L” THREAD
(IMPERTAL) (METRIC) IN INCHES [METERS] 11.80 REF 1/2-28UNEF-2A
95-900-571-003 - 3.00 [0.076] [0.465] THREAD
95-900-571-004 - 4.00 [0.102] ‘D' FLAT
95-900-571-005 - 5.00 [0.127]
95-900-571-006 - 6.00 [0.152]
95-900-571-007 - 7.00 [0.178]
95-900-571-008 - 8.00 [0.203]
95-900-571-009 - 9.00 [0.229]
95-900-571-010 - 10.00 [0.254] TOLERANCE TABLE
95-900-571-0M - 11.00 [0.279] LENGTH IN INCHES/FT [METERS] TOLERANCE
95-900-571-012 - 12.00 [0.305] 0" - 23.99”7 [0 - 0.609] +0.25" [0.006]
OESIGN REQUIREMENTS: 95-900-571-018 - 18.00 [0.457] 24.00" - 59.99” [0.610 - 1.523] 4+0.50" [0.013]
FREQUENCY: DC - 3 GHz CONTINUITY 95-900-571-024 - 24.00 [0.670] 0.0 - 2499 W52k - 7.617] £2.5%
95-900-571-036 - 36.00 [0.914] 25.0° & UP [7.620 & UP] +5.0%
D VSWR: ____ 1 MAX. HI-POT: 700 VRMS - 95-900-571M100 39.37 [1.000]
[ ] ins. toss: e max. | ] oTher 7>-900-571-048 - 48.00 [1.279] CUSTOMER OUTLINE DRAWING
ALL OTHER SHEETS ARE FOR INTERNAL USE ONLY
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 Thase 16" whon ey s Biveh oo Anpransl Cora. The urnioning-of Thece drawinger wpoeriuat one, | CIVENSIONS ARE METRIC [INCHES) AND TOLERANCES ARE: MCX STR PLUG TO Amphenol RF
or ofther data by Amphenol Corp., or fo any other person to anyone for any purpose is nof to be <0.5mm = +0.05mm [<0.020 = £0.002] SEE NOTES
regarded by implication or otherwise in any manner licensing., granting rights to permitting such holder 0.5 - 6mm = +0.1mm (-0.020 - 0.236 = £0.004] TN[ STQ BHD JA[K ‘p 67 SI7F DRAW ING NO. 95-900-571-XXX REV
or any other person to manufacture. use or sell any product. process or design, patented or otherwise, >6.00 - 30mm = +0.2mm (>0.236 - 1.181 = %0.008] USING RG 174 CARLE
that may in any way be related to or disclosed by said drawings. specifications, or other data. >30.00 - 120mm = £0.3mm  [>1.181 - 4.725 = £0.012] ITEM NO. 95-900-571-XXX
REFERENCE EAR# TS TTTTTo T TTTTT T ENGR.1 ENGR.2 DATE A
THIRD ANGLE PROJ. E_l 13263 ANGLES = 1 PONNARASAN 06-0CT-25 |  SHEET NO. 2 OF 2 | SCALE: 2.3.1.0 3 PR 95_900-571-XXX
5 L 3 2 | 1




	Sheet 2
	Views
	new_view_32
	new_view_33
	new_view_34

	Zones
	A1



