Photometric Report: LD2-SM12W12-3036-WH-UNV-010 - Lorna

Polar Candela Distribution
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Filename: LD2-SM12W12-3036-WH-UNV-010 - Lorna o
Manufacturer: KUZCO LIGHTING b
Luminaire: CYLINDER 220l i
Luminaire Cat: LD2-SM12W12-3036-WH-UNV-010 317 30°
Lamp: DC LED B33 70°
Lamp Cat: DC LED 950
o
Lamp Output: Total luminaire Lumens: 892.7 1,267 50
Max Candela: 1,893.1 at Horizontal: 0°, Vertical: 0° 1583 cgo
Input Wattage: 12.4 L
Luminous Opening: Circular (Dia: 2.17") ’ YAI0® 10° 20° 30° 400
W -0°H W -225°H
Test: 2547-214 N -90°H -45°H
Test Date: 03 July 2024 W -67.5°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 4 X 4
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 796.0 89.2% 0-10 170.4 19.1% 90-100 0.1 0%
0-40 851.0 95.3% 10-20 379.5 42.5% 100-110 0.1 0%
0-60 872.2 97.7% 20-30 246.1 27.6% 110-120 0.2 0%
60-90 12.8 1.4% 30-40 55.0 6.2% 120-130 06 0.1%
70-100 5.9 0.7% 40-50 12.3 1.4% 130-140 1.1 0.1%
90-120 0.4 0% 50-60 8.9 1.0% 140-150 1.7 0.2%
0-90 885.0 99.1% 60-70 7.0 0.8% 150-160 1.9 0.2%
90-180 7.7 0.9% 70-80 4.4 0.5% 160-170 1.5 0.2%
0-180  892.7 100% 80-90 1.4 0.2% 170-180 06 0.1%
Isofootcandle Plot Tluminance at a Distance
3 2 1 0 1 2 3 Center Beam fc Beam Width
1SR 841 fc 1.1 ft 1.1 ft
3.0R 210 fc 2.21t 2.2t
4ER 93.5fc 34t 331
== EloR 52.6fc 4.5 ft 4.4 ft
= . .
\\ SR 33.7fc 56ft  55ft
/,_,\ 3.0n 23.4 fc 6.7t 6.7t
M Vert. Spread: 40.9°
U M Horiz, Spread: 40.6°
4
M20fc 2.5fc 0.2 fc
W 10fc M1fc 0.1fc  Total LLF: 85
WSfc 0.5 fc
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Distance in units of mount height (9ft)
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