Photometric Report: LD3-SA04W10-3015-BK-UNV-010 - Lorna
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Filename: LD3-SA04W10-3015-BK-UNV-010 - Lorna
Manufacturer: KUZCO LIGHTING =2 it
Luminaire: CYLINDER D0 0%
Luminaire Cat: LD3-5A04W10-3015-BK-UNV-010 950 80°
Lamp: DC LED Module with DC Driver 1,300 f 700
Lamp Cat: DC LED Module with DC Driver | 2,850 f
Ballast Desc: Vin = 120 - 277VAC, Iin = 0.13A max ; Vout = | 3500 ' =
42VDC max, Iout = 250mA max (Constant
Current) 4,750 | B
Ballast Cat: EPT - PVD11 - C025V42 - UNV7 - HE - P 5,700 U#‘l.: 0o 10° 200 300 400
Lamp Output: Total luminaire Lumens: 867.2 B - Max Cd: 280°H
Max Candela: 5,635.8 at Horizontal: 280°, Vertical: 3° = g;j‘H
Input Wattage: 10.4
Luminous Opening: Circular (Dia: 4.92")
Test: 3269-25
Test Date: 09 April 2025
Test Lab: EVERFINE
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 3 X 3
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 814.1 93.9% 0-10 385.1 44.4% 90-100 0.0 0%
0-40 847.6 97.7% 10-20 328.1 37.8% 100-110 0.1 0%
0-60 859.2 99.1% 20-30 100.9 11.6% 110-120 0.2 0%
60-90 0.2 0% 30-40 33.5 3.9% 120-130 0.4 0%
70-100 0.1 0% 40-50 10.1  1.2% 130-140 09 0.1%
90-120 0.3 0% 50-60 1.5 0.2% 140-150 1.7 0.2%
0-90 859.4 99.1% 60-70 0.1 0.0% 150-160 21 0.2%
90-180 7.8 0.9% 70-80 0.0 0.0% 160-170 1.7 0.2%
0-180 867.2 100% 80-90 0.0 0.0% 170-180 0.6 0.1%
Isofootcandle Plot Illuminance at a Distance
A 3 2 1 0 1 2 3 Center Beam fc Beam Width
L5R 2,422 fc 0.5ft 0.5t
3 3.0f 605 fc 1.0t 1.0t
45R 269 fc 1.6 ft 1.6 ft
F4 6.0R 151 fc 2.1 ft 2.1t
1 = 96.9 fc 26 ft 26 Mt
a0 67.3 fc 3.1 ft 3.1t
M Yert, Spread: 19,7°
0 M Horiz, Spread: 19.8°
1
2
3
4
W 20fc 2.5fc 0.2 fc
W 10fc Wifc 0.1fc  Total LLF: 85
HEsfc 0.5 fc

Distance in units of mount height (9Ft)
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