
89-400 WHITE PP CAP W/ HS FOIL FOR
HDPE LINER READS "SFYP"

3611HSSFYP

89-400 NECK

WHITE

PP

CAP

3611HSSFYP

HS FOIL FOR HDPE LNR READS "SFYP"

600 / EACH

14,400 / EACH
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Cavity Numbers:  3, 4 
Colors: Stock White (colors available) Weight: 16.0 +/- 1.0 grams 
Material: Polypropylene Wall Thickness: .050” +/- .010” 

(WD) 3.660 +/- .020 

(HT) .600” +/- .020” 

(E) 3.400 +.015”/-.030” 

(T) 3.500” +.010”/-.020” 

89 MM LID (000089) 
Priority Plastics, Inc. 



3611HSSFYP 
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120 MM Twelve Point Liner For 120 MM  

                                              Triple Lead Lids 
 
 
 
 
 
 
                                 
 
 

 
 
  
 
    
 

 
 
 
 
  
 
120 MM Round Liner For 120 MM                                           120 MM Round Liner For 120 MM 
Spring Loaded Towel Wipe Lid                                                Snpt Towel Wipe Lid Without Spring 
 
 

4.700” 4.890” 

LID LINERS 
83 MM, 89 MM, 100 MM, 120 MM 

Priority Plastics, Inc. 
Page one of two 



3611HSSFYP

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 100 MM Round Liner For 100 MM 
                                                     Single Lead Lid 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                    89 MM Round Liner For 89 MM 
                                                    Single Lead Lid 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                     83 MM Round Liner For 83 MM 
                                                     Snpt Towel Wipe Lid 

3.900” 

3.500” 

3.200” 

LID LINERS 
83 MM, 89 MM, 100 MM, 120 MM 

Priority Plastics, Inc. 
Page two of two 



3611HSSFYP

FoilSeal
Data Sheet

Product

Scope

Composition Material Standard Metric

FDA Status:

MVTR:GTR Oxygen:

Print Location (if any): 

Drug Master File (DFM):

Recommended Storage and Handling:  Refer to website

EU / EP Reg.:

21 CFR 177.1210

Essentially ZeroEssentially Zero

#4544

Selig materials are compliant with current USFDA Food allergen Guidelines. 
Selig materials are compliant with California Proposition 65 labeling requirements. 
Selig materials are compliant with limitation of heavy metals in packaging per CONEG & EU 94/62/EC, article 11.

MSDS’s are not required as Selig is not a chemical manufacturer or distributor and our products are ‘articles’ 
intended for food packaging per 29 CFR 1910.1200 (HazCom). 

Composition does not include adhesive, resin or wax bonding layers (if any).

TM

Freshness and Protection
for Today’s Packaging

Selig

The information contained within this product data bulletin is to be used as a general guide in determining which structures are offered for sealing to specific container 
materials. All of the information which we provide is reliable to the best of our knowledge, but the accuracy thereof is not guaranteed. We suggest that consumers 
determine suitability for their own application.

European Manufacturing & Sales
Selig Europe
Greenock Road Trading Estate
Slough, Berkshire SL1 4QQ, UK
Phone: +44 (0) 1753 773 000
Fax: +44 (0) 1753 773 111

North American Sales
Selig Sealing Products, LLC
2132 Deep Water Lane
Naperville, IL 60564, USA
Phone: +1 (630) 922-3158 
Fax: +1 (630) 922-8469 

Corporate Headquaters
Selig Sealing Products, LLC
342 E. Wabash St.
Forrest, IL 61741, USA
Phone: +1 (815) 657-8233
Fax: +1 (815) 657-7584 

www.seligsealing.com 
 

ISO 9001:2008
 

ISO 9001:2008ISO 9001:2008
2672FM 545148A7754

 

Canadian Manufacturing
Selig Canada, ULC
145 Edward Street
Aurora, Ontario Canada, L4G 1W3
Phone: +1 (905) 727- 0114
Fax: +1 (905) 727-8544

Revision: 

Backing .006” .1524mm
Foil .001” .0254mm
PET .0005” .0127mm
Heat Seal .0015” .0381mm

.006” Paper FSM-1

.006” Paper FSM-1

One piece paper backed heat induction foil innerseal that will provide a tamper-evident bond to PE 
containers.

Backing

Foil
PET

Heat Seal

Heat Seal Layer and/or Backing

FSM1-06042010


