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70-400 BLACK PP CAP HEAT SEAL &
FS3-19.020 PULP LINER

Part #. 3618BKPV

Size: 70-400 NECK

Color: BLACK

Material: PP

Style: RIBBED SIDES AND MATTE TOP CAP
Additional Info: HEAT SEAL & FS3-19.020 PULP LINER
Case Pack: 760 / EACH

Pallet Pack: 26,600 / EACH
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SECTION A-A

NECK FINISH, AND CAPPING EQUIPMENT

DIVENSIONS ENCLOSED IN () INDICATE REFERENCE DIVENSIONS E 2.650 [67.31] +0.015[0.38] in [mm]
AND NO TOLERANCE LIMITS ARE ESTABLISHED

DIMENSIONS PRECEDED BY AN ™" INDICATE THE DIMENSION IS T 2.750[69.85] | +0.020 [0.51] in [mm] solutions
PROCESS SENSITIVE. PROCESS SENSITIVE DIMENSIONS ARE o
VERIFIED TO BE WITHIN THE TOLERANCE LIMITS DURING THE . Packaging with purpose.

PRODUCTION RUN. ALL REMAINING DIMENSIONS ARE VERIFIED AT H 0.392 [9.96] +0.015[0.38] | in[mm]
PRODUCTION VALIDATION. DRAWING TITLE

PROPRIETARY AND CONFIDENTIAL oD 2.875[73.03] +0.025 [0.63] in [mm] 70-400 CT CLOSURE ]

THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS

STATIC TORQUE RECOMMENDATION: 28-50 in-lbs
REQUIREMENT MAY VARY DEPENDING UPON CONTAINER MATERIAL, REFERENCE DIMENSION TOLERANCE UNITS m

A S IS MR MO T - RM (Riobed Sice - Matte Top)
. ! ) +
oS A A S e oAR p4N2Z | 000D | nimm
A MATERIAL: POLYPROPYLENE
SUBSIDIARIES OTHERWISE MAY AGREE IN WRITING. PART WEIGHT 8.7 +1.50 g
W THIS MASTEOR DOOCUMEONT S Cé)othRgLLED EL(E)%TRO%ICALLYY DRAWING TYPE: CUSTOMER [ DISTRIBUTIONCODE: D) |,
PRINTED OR DOWNLOADED COPIES ARE UNCONTROLLED. -
DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY HAVE | THREAD DETAIL 6 THREADS 0.167" [4.23] PITCH 3g0° FULLDEPTH | REPLACES DRAWINGS: C-4015
THE LATEST REVISION PRIOR TO USE. INFORMATION: PER INCH THREADS MODEL NUMBER: PM 11104 70-400 CT

THE PART DIMENSIONS DEPICTED ARE THOSE WHICH HAVE GENERALLY BEEN FOUND TO BE FUNCTIONAL BASED ON INDUSTRY EXPERIENCE. y — e : -
BECAUSE OF VARIABILITY IN CONTAINER FINISHES, EACH CLOSURE/FINISH SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND TESTED TO |- DRAVN BY:| DAS | 692016 |DWG SIZE: 85'x 11" | DRAWINGNUMBER: | REVISION:
ENSURE IT MEETS APPLICABLE PERFORMANCE CRITERIA. enc peeri| oo | aoaoe | soae | seet [ ~yn 10728 | 00 AC

MOLD-RITE PLASTICS AND ITS SUBSIDIARIES RESERVE THE RIGHT TO REVISE ANY OR ALL SPECIFICATIONS AND REQUIREMENTS. QAAPPR: | REL | 08/13/2018 |1:1 & NOTED | 1 OF 3
T T 7 T 3 T T T I

o I 7 I 8
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OPTIONAL GATE LOCATION
SEE TABLE
MOLD NUMBER | GATE LOCATION |
70003 SIDE
70007 SIDE
i 70008 TOP H
D2 RERCE DIENGIONS ANDKO REVISIONS
TOLERANCE LIMITS ARE ESTABLISHED
PROPRIETARY b covroeaL | DATE | REV. | NP DESCRIPTION ENG | DRW m
A O e e
: : solutions
cepraD e sUBSDIARIES AYY. | 01/19/2018 |00 | AA T |pDATED BASED ON PRODUCTION CAPABILITY. | BPG | BDG A
OF ITS CONTENTS OR ANY PART NO STEEL CHANGES OCCURED ackaging with purpose.
EXCEPT ASNOLD.RITE FLASTICSAND TS | 06/29/2023 | 00 | AB | UPDATED DRAWING FORMAT AND LOGO | BDG | BDG [srme Tiie
SUBSIDIARIES OTHERWISE MAY AGREE IN
H WRITING 041052024 | 00 | AC UPDATED RNF H MIN (PAGE 3) BDG | BDG 70-400 CT CLOSURE  H

THE PART DIMENSIONS DEPICTED ARE
THOSE WHICH HAVE GENERALLY BEEN

RM (Ribbed Side - Matte Top)

FOUND TO BE FUNCTIONAL BASED ON
INDUSTRY EXPERIENCE
BECAUSE OF VARIABILITY IN CONTAINER
FINISHES, EACH CLOSURE/FINISH
SYSTEM SHOULD BE INDIVIDUALLY

EVALUATED AND TESTED T
ENSURE IT MEETS APPLICABLE
PERFORMANCE CRITERIA.
MOLD-RITE PLASTICS AND ITS
SUBSIDIARIES RESERVE THE RIGHT TO
REVISE ANY OR ALL SPECIFICATIONS
AND REQUIREMENTS.

THIS MASTER DOCUMENT IS CONTROLLED ELECTRONICALLY.
PRINTED OR DOWNLOADED COPIES ARE UNCONTROLLED.
DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY
HAVE THE LATEST REVISION PRIOR TO USE.

DRAWING TYPE: CUSTOMER [ DISTRIBUTION CODE: D

REVISION HISTORY

REVISIONS: REV: A PHYSICAL CHANGE TO THE PART IMPACTING FIT, FORM OR FUNCTION

T I

T

N/P: DRAWING OR SPECIFICATION CHANGE ONLY

I T I H

DWGSIZE: 85 x11" | DRAWINGNUMBER: | REVISION
SCALE: | SHEET:
1:1 &NOTED | 2 OF 3 CQA-10728 | 00.AC
g
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SECTION B-B
;
i
RECOMMENDED NECK FINISH IS DETERMINED FOR PROPER
FURCTIONAL PERFOSVANGE T WL D e CLOSURE st or REFERENCE TOLERANCE UNITS DIMENSION
RECCOMENDED NECK FINISH SHOULD BE TESTED AND CONFIRMED + i
FOR APPLICATION BY THE USER E 20.017[043] in [mm] 2.625 [66.68]
| TR SR : e DAk | el 2710 55 i “‘
FINISH, FOR EXACT ORIENTATION, EACH CONTAINER S +0.015[0.38] in [mm] 0.046 [1.17] solutions
B oUD bE VAL UATED ON A CASE BY CAGE BAGIS Packaging with purpose
DIMENSIONS ENCLOSED IN () INDICATE REFERENCE DIMENSIONS AND H MIN in [mm] 0.407 [10.34]
NO TOLERANCE LIMITS ARE ESTABLISHED I 6 DRAWING TITLE
L PROPRIETARY AND CONFIDENTIAL 70-400 CT CLOSURE
THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS PITCH in [mm 167 [4.24 i ide -
INFORMATION PROPRIETARY TO MOLD-RITE PLASTICS AND ITS c [mm] 0.167 [4.24] RM (Ribbed Side - Matte Top)
SRR Rl U RECOMMENDED NECK FINISH
PROHIBITED EXCEPT AS MOLD-RITE PLASTICS AND ITS SUBSIDIARIES
OTHERWISE MAY AGREE IN WRITING THIS MASTER DOCUMENT IS CONTROLLED ELEGTRONICALLY.
PRINTED OR DOWNLOADED COPIES ARE UNCONTROLLED,
i DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY s
THE PART DIMENSIONS DEPICTED ARE THOSE WHICH HAVE GENERALLY HAVE THE LATEST REVISION PRIOR TO USE.
BEEN FOUND TO BE FUNCTIONAL BASED ON INDUSTRY EXPERI
BECAUSE OF VARIABILITY IN CONTAINER FINISHES, EACH CLOSUREJFINISH DRAWING TYPE: CUSTOMER ‘ DISTRIBUTION CODE: )
SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND TESTED TO ENSURE IT
VEETS APPLICABLE PERFORMANCE CRITERIA. OWGSZE 85 x11 | DRAWING NUMBER REVISION
MOLD-RITE PLASTICS AND ITS SUBSIDIARIES RESERVE THE : .
RIGHT TO REVISE ANY OR ALL SPECIFICATIONS AND REQUIREMENTS. 3»45&0'?;:&[) ; gETS CQA-10728 [00.AC
T T 7 T T T T [ I 7 I
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Selig FoilSeal”

Technical Data Sheet
.020” Pulp FS 3-19

Freshness and Protection for Today’s Packaging

Revision: FS319-07282014

MRP Description: (119)FS3-19.020 PL

Product .020” Pulp FS 3-19

Scope Two piece pulp backed heat induction foil innerseal that will provide an aggressive bond with clean peel
removal from PET and PVC containers. (Not recommended for use on CPET. Easy access / “puncture
foil” when wax bonded to pulp.)

Composition Material Standard Metric ?mmmmu%
Backing .020” .508 mm
o - -

Foil .001” .0254mm 3
Heat Seal 0005" 0127mm gg — ;;
eat Seal
p— — l
1
T —

Adhesive or resin bonding layers not shown.

FDA Status: 21 CFR 177.1210 Recommended Storage and Handling: Refer to Website
Drug Master File (DMF): #4544 EU / EP Reg.:
GTR Oxygen: Essentially Zero MVTR: Essentially Zero

Print Location (if any):  Foil Layer and/or Heat Seal Layer

Selig materials are compliant with current USFDA Food allergen Guidelines.
Selig materials are compliant with California Proposition 65 labeling requirements.
Selig materials are compliant with limitation of heavy metals in packaging per CONEG & EU 94/62/EC, article 11.

MSDS’s are not required as Selig is not a chemical manufacturer or distributor and our products are ‘articles’
intended for food packaging per 29 CFR 1910.1200 (HazCom).

The information contained within this product data bulletin is to be used as a general guide in determining which structures are offered for sealing to specific container
materials. All of the information which we provide is reliable to the best of our knowledge, but the accuracy thereof is not guaranteed. We suggest that consumers
determine suitability for their own application.

www.seligsealing.com

Corporate Headquarters North American Sales European Sales and Manufacturing Canadian Manufacturing Swiss Manufacturing
Selig Sealing Products, Inc. Selig Sealing Products, Inc. Selig UK, LTD 635-637 Ajax Avenue Selig Canada, ULC Selig Switzerland LTD
342 E Wabash St 184 Shuman Blvd., Suite 310 Slough Trading Estate 145 Edward Street Bahnhofstrasse 11
Forrest, IL 61741, USA Naperville, IL 60563, USA Slough Berkshire SL14BH UK Aurora, Ontario Canada, L4G 1W3 CH-8172 Niederglatt
Phone: +1 (815) 785-2100 Phone: +1 (630) 922-3158 Phone: +44 (0) 1753 773 000 Phone: +1 (905) 727-0114 Phone: +41 (0) 44 851 50 50
Fax: +1 (815) 657-7584 Fax: +1 (630) 922-8469 Fax: +44 (0) 1753 773 111 Fax: +1 (905) 727-8544 Fax: +41 (0) 44 851 50 51
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