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43-400 WHT PLAST CAP WITH FOAM

Part #: 3647
Size: 43-400
Color: WHITE
Material: CAP = PP LINER = LDPE
Style: FOAM CAP

Additional Info:
Case Pack: 2200/EACH
Pallet Pack:

Labol R svin Labetva
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A THREAD DETAIL INFORMATION:
T 6 THREADS PER INCH, 0.167" PITCH
REFERENCE TOLERANCE DIMENSION UNITS
.
E +0.010[0.25] 1.571[39.90] in [mm]
QE
T +0.010[0.25] 1.665 [42.29] in [mm]
@ T H +0.010[0.25] 0.390 [9.91] in [mm]
+ .
i SECTION A-A OAH +0.010[0.25] 0.445111.30] in [mm]
oD +0.010[0.25] 1.775[45.09] in [mm] |r
PART WEIGHT +0.50 3.50 g
DRAWING TYPE : CUSTOMER
STATIC TORQUE RECOMMENDATION
1727 s T LCESDRANGS: | v magsal) /)
G THIS REQUIREMENT MAY VARY DEPENDING : DIMENSIONS AND NO TOL%RANCE | S
UPON BOTTLE MATERIAL, NECK FINISH, AND LIMITS ARE ESTABLISHED
CAPPING EQUIPMENT TOLERANCES UNLESS OTHERWISE SPECIFIED
DIMENSION (inches)]  TOLERANCE | DIMENSION (mm)|  TOLERANCE
0-0.787 0.006 020 0,152 T : o r— :
BT A I A |
DEPICTED ARE THOSE WHICH HAVE GENERALLY BEEN 1822 + E 0,
FOUND TO BE FUNCTIONAL BASED ON INDUSTRY 5 0T T S PROSECTON DISTRIBUTION DRAWING NAME
EXPERIENCE BECAUSE OF VARIABILITY IN GLASS AND 757-3.937 = 0. 43-400 CT CLOSURE
PLASTIC CONTAINER FINISHES, EACH CLOSURE/FINISH 3938-5.006 0020 T07-150
SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND e e o 20.508 @’@ D RMX (RIBBED SIDE, MATTE TOP)
TESTED TO ENSURE IT MEETS APPLICABLE 0971 0. 151200 0610 ISRAWING NOVBER
PERFORMANCE CRITERIA. SEE QUALITY ASSURANCE 78759643 0032 ¥ Works -
" SPECIFICATIONS FOR ADDITIONAL INFORMATION. 201250 0813 SoLior CQA- 10722 U
ANGULAR TOLERANCE & 2° MATERIAL
MOLD-RITE, WEATHERCHEM AND STULL TECHNOLOGIES PROPRIETARY AND CONFIDENTIAL DRAWNBY. | DAS | 90612017 POLYPROPYLENE
R PR GRICATIONS AND REQUIREMENTS. THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS INFORMATION [MIODET NUMBER:
SPECIFICATIONS AND REQUIREMENTS. :
PROPRIETARY TO MOLD-RITE, WEATHERCHEM AND STULL TECHNOLOGIES. | ENGAPPR. | BDG snaotz PM 10814 43-400 CT
ANY REPRODUCTION, DISCLOSURE, OR USE OF ITS CONTENTS OR ANY PART
3 ] SCALE | SHEETSZE | SHEET | REVNP
THEREOF IS EXPRESSLY PROHIBITED EXCEPT AS MOLD-RITE, WEATHERCHEM 11/07/2017 Ak
AND STULL TECHNOLOGIES OTHERWISE MAY AGREE IN WRITING QAAPPR. | REL 32 | 85XAT | Tof3 [ 00.AA
T T 3 3 T T T 3 T 7 T 7 T B
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DATE REV. | N/P DESCRIPTION ENG | DRW
09/05/2017 | 00 | AA UPDATED DRAWING FORMAT BDG | DAS
o A
s n
C c
b
b
. THREAD START SCALE 4 : 1 '
v
MOLD-RITE LOGO MOLD NUMBER | GATE LOCATION [
CLOSURE SIZE 43004 SIDE
43006 TOP
DRAWING TYPE : CUSTOMER
REFERENCES: DIMENSIONS ENCLOSED IN () /
] 43004, 43006 INDICATE REFERENCE ']/ "
§ DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED
THE CLOSURE DIMENSIONS TOLERANCES UNLESS OTHERWISE SPECIFIED
DEPICTED ARE THOSE WHICH HAVE GENERALLY BEEN i
A A S Ty DIMENSION (inches)] ~ TOLERANCE | DIMENSION (mm)|  TOLERANCE
PLASTIC CONTAINER FINISHES, EACH CLOSUREFAISH - i o S Innovative - Reliable + R i
) N X K nnovative + Reliable - Responsive
SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND ?:22 ;;2; *g g?i il 32 fg igg P L
TESTED TO ENSURE IT MEETS APPLICABLE 182-2. + - 0. THIRD ANGLE DISTRIBUTION |[DRAWING NAME
PERFORMANCE CRITERIA. SEE QUALITY ASSURANCE 5 PROJECTION
SPECIFICATIONS FOR ADDITIONAL INFORMATION. i;g;gg:é *g g;z 17011 11?0 0406 CObE 43-400 CT CLOSURE
0.1 0. K
MOLD-RITE, WEATHERCHEM AND STULL TECHNOLOGIES AR 00 20508 @’@ D RMX (RIBBED SIDE, MATTE TOP)
RESERVES THE RIGHT TO REVISE ANY OR ALL - - 151200 0610 DRAWING NUMBER
" SPECIFICATIONS AND REQUIREMENTS. 7875-9.843 £0.032 201-250 0813 soLbwoRKS CQA - 10722 ;
ANGULAR TOLERANCE + 2° MATERIAL
PROPRIETARY AND CONFIDENTIAL DRAWNBY. | DAS | 9/6/2017 POLYPROPYLENE
THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS INFORMATION B0G | orgno17 | MOPEL NUMBER:
PROPR\EE\RYCTOOMOLDS?BES, WEABHER(S:HI(E)M ANSDC%TULL TEngNOLOGIES. ENG APPR. PM 10814 43-400 CT
ANY REPRODUCTION, DISCLOSURE, OR USE OF ITS CONTENTS OR ANY PART
THEREOF IS EXPRESSLY PROHIBITED EXCEPT AS MOLD-RITE, WEATHERCHEM | QaappR. | REL | 11/07/2017 | SCALE I SHEET SIZE" [ SHEET | REVAP
AND STULL TECHNOLOGIES OTHERWISE MAY AGREE IN WRITING 11 [ 85 X11" [ 20f3 [ 00AA
T T 3 T T T 3 T [ T 7 I 5
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8 CRITICAL FOR OREINTATION
1.001"=2° IN ROTATION

| $'0.133[3.38] 0004 [2.39] W
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10°
R0.010[0.25]
I DETAIL THREAD I
SCALE 2 : 1
THREAD START
i T 1
QE
o]
" E<—| THREAD
£ ' SECTION E-E
REFERENCE TOLERANCE | UNITS DIMENSION
E +0.015[0.38] | in [mm] 1.545 [39.24]
I T +0.015[0.38] | in[mm] 1.639 [41.63]
| Minimum in [mm] 1.165 [29.59]
: S #0.015[0.38] | in[mm] 0.046 [1.17]
Minimum in [mm] 0.403 [10.24] v
TPI 6
PITCH in 0.167

DRAWING TYPE : CUSTOMER

NOTE: THE NOMINAL ORIENTATION ILLUSTRATED
1S BASED ON NOMINAL DIMENSIONS OF BOTH THE
CLOSURE AND THE RECOMMENDED NECK FINISH

DIMENSIONS ENCLOSED IN () INDICATE REFERENCE DIMENSIONS AND i |
| R R N T ION £ACH BOTTLE SHOULD NO TOLERANCE LIMITS ARE ESTABLISHED | g
TOLERANCES UNLESS OTHERWISE SPECIFIED
DIVENSION (inches)]  TOLERANCE | DIMENSION (mm)|  TOLERANCE
DEPICTED ARE THOSE WHICH HAVE GENERALLY BEEN R TER] - nnovative - Reliable - Responsive )
Ll FOUND TO BE FUNCTIONAL BASED ON INDUSTRY T *g g?i il 32 *g ;gz P L
EXPERIENCE BECAUSE OF VARIABILITY IN GLASS AND 1822 20, - 30, e T DSTRIBUTION | ORAWING NAVE
PLASTIC CONTAINER FINISHES, EACH CLOSURE/FINISH PROJECTION
SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND 2757-3.937 0016 71-100 0406 CODE 43-400 CT CLOSURE
TESTED TO ENSURE IT MEETS APPLICAB 3936509 0020 T01-150
PERFORMANCE CRITERIA. SEE QUAL|TY ASSURANCE S TTTE T 20508 @'& D RECOMMENDED NECK FINISH
SPECIFICATIONS FOR ADDITIONAL INFORMATION. : = 151-200 0610 DRAWING NUMBER
7.875-9.843 +0.032 201-250 SOLIDWORKS.
"l MOLD-RITE, WEATHERCHEM AND STULL TECHNOLOGIES - 0813 OHPNORKS CQA - 10722 U
RESERVES THE RIGHT TO REVISE ANY OR ALL ANGULAR TOLERANCE + 2 62017 | MATERIAL
SPECIFICATIONS AND REQUIREMENTS. SROPRIETARY AND CONFIDENTIAL DRAWNBY. | DAS
THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS INFORMATION MODEL NUMBER:
PROPRIETARY TO MOLD-RITE, WEATHERCHEM AND STULL TECHNOLOGIES, | ENGAPPR. | BDG | 911912017
ANY REPRODUCTION, DISCLOSURE, OR USE OF ITS CONTENTS OR ANY PART
THEREOF IS EXPRESSLY PROHIBITED EXCEPT AS MOLD-RITE, WEATHERCHEM | qapPPR. | ReL | 110712017 —AE | SHEETSZE T GHEET T REVNP
AND STULL TECHNOLOGIES OTHERWISE MAY AGREE IN WRITING 1 [ 85X1" [ 30f3 [ 00AA
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TRI)SEAL PRODUCT DATA SHEET ~ @TEKNIPLEX

e This data sheet describes F-217® products

e This product is a three-ply co-extruded liner consisting of a
foamed Low Density Polyethylene (LDPE) core sandwiched

between two layers of solid Low Density Polyethylene

MRP Description - (024)F217.035 PL

F217®

Solid LDPE
ﬁ Foamed LDPE

——smmaeeeeeeeemm— Solid LDPE

Typical Product Attributes

Construction

Structure
Color

Density
for 20 ~ 30 mil (0,51 ~ 0,76 mm)
for 35 ~ 125 mil (0,89 ~ 3,18 mm)

Thickness Tolerance
for 20 ~ 60 mil (0,51 ~ 1,52 mm)
for 65 ~ 90 mil (1,65 ~ 2,29 mm)

for 95 ~ 125 mil (2,41 ~ 3,18 mm)
Available Width
for 20 ~ 60 mil (0,51 ~ 1,52 mm)

for 65 ~ 125 mil (1,65 ~ 3,18 mm)
Width tolerance

Solid LDPE / Foamed LDPE / Solid LDPE
White or as Specified

0,48 +£0,03g/cm?
0,40+0,03g/cm?

+ 0,127 mm
+0,178 mm
+ 0,254 mm

22,2 ~1016,0 mm
25,4 ~228,6 mm
+1,6 mm

Solid LDPE / Foamed LDPE / Solid LDPE
White or as Specified

302 lbs /ft3
25+ 2 Ibs/ft3

+ 5 mil
+ 7 mil

£ 10 mil

7/8 ~ 40 inch
1~9inch
+ 1/16 inch

Regulatory Compliance

FDA Compliance

Drug Master File (DMF)
Other Compliances

21 CFR 177.1520 (Olefin Polymers)

21 CFR 177.1210 (Closures with Sealing Gaskets for Food Containers)
21 CFR 175.300 (Resinous and Polymeric Coatings)

2434

USFDA Food Allergen Guidelines; California Proposition 65 Labeling Requirements; Limitations
of Heavy Metals in Packaging per CONEG & EU 94/62/EC, Article 11

Original Date: 08/05/1997
Revised Date: 01/31/2011
Revision Number: 5
Revised bv SR

DISCLAIMER: This information is believed to be accurate at the time of printing and is subject to change without notice. Providing this information does not convey any
licenses under any patent rights or other intellectual property rights of TRI-SEAL or others. TRI-SEAL MAKES NO WARRANTY, EXPRESS OR IMPLIED, WITH
RESPECT TO THIS INFORMATION AND DISCLAIMS ALL LIABILITY FROM RELIANCE ON IT. TRI-SEAL's only warranties for this product are those written
warranties as may be agreed to by TRI-SEAL and its customers. TRI-SEAL SPECIFICALLY DISCLAIMS ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, WITH
RESPECT TO THE PRODUCT, INCLUDING, BUT NOT LIMITED TO, WARRANTIES OF MERCHANTABILITY AND FITNESS FOR PARTICULAR PURPOSE.

Tri-Seal

900 Bradley Hill Road

Blauvelt, NY 10913

Tel: (845) 353-3300 - Fax: (845) 353-3376
http://www.tri-seal.com
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