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PACKAGING

38-400 WHT PP CAP HS TRI-TAB LINER
ISPE-PP U-10 LINER

Part #. 3650HSTRIU-10

Size: 38-400

Color: White

Material: Polypropylene

Style: Stipple, Fine Ribbed
Additional Info: Heat Seal Tri-Tab Liner
Case Pack: 3,750

Pallet Pack: 56,250
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SHALLOW SKIRTED CLOSURES

38-400-6213 S

PACKAGING & FREIGHT INFORMATION

Specifications:

DIAMETER 38 mm

THREAD PROFILE 400

NECK FINISH 38-400

CLOSURE TOP Stipple

CLOSURE SIDEWALL Fine Ribbed
MATERIAL PP

(1) Unlined Closures (2) Lined Closures *Approximate

MARKETS

Agricultural, Automotive, Industrial, and Medical
Products, Dressings & Sauces, Food, Food

Oil & Service, Personal Care & Cosmetics,
Pharmaceuticals, Beverages, Household
Chemicals, Nutraceuticals, and Dairy Products.

OPTIONS

Available in white, standard, and custom colors.
Liners can be cut with tri-tab easy-open feature. Can
be embossed or debossed with custom message.

<&

PHOENIX

CLOSURE BENEFITS
= A great general-purpose closure

* A proven closure for the Food Ol
and Agricultural Chemical markets

= Fine-ribbed sides are easier to grip
= Our most popular closure style

= Popular for cosmetics

PHXPKG.COM

P 630 420 4750 E greatpkg@phxpkg.com
1899 High Grove Lane Naperville, IL 60540
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SHALLOW SKIRTED CLOSURES

38-400-6213 S

H (int to seal tip)
0.400

E (@ midpoint) ©1.393

T (@ skirt) ©1.493

'1“OIILEI_SDFAL}IEh%?gN%TESEm'ﬁIEC%'E%C'F'ED) 8 04.20.15 Re-define Reference Dimensions DN

2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV | DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANGE |PITCH/TPI 167 /6 TURNS 1-3/16 MATL PP
EXPRESSED WRITTEN GONSENT OF PHOENIX. SOME OR ALL OF ol DWW DMN AT 00.06.06 SN 5:2 |
T CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENX. [ xxX 126,010 38-400-6213S/8
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SHALLOW SKIRTED CLOSURES

38-400-6213 S
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NOTES: (UNLESS OTHERWISE SPECIFIED
1. ALL DI(MENSIONS ARE IN INCHES. ) BF 05.21.18 Released DN
2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANCE |PITCH/TPI 167 /6| TURNS {-1/4 |MATL Per Chart

PHOENIX AND MAY NOT BE REPRODUCED WITHOUT THE

EXPRESSED WRITTEN CONSENT OF PHOENIX. SOME OR ALL OF |-

THE ITEMS DEPICTED ON THIS DRAWING MAY BE COVERED BY
CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENIX.

PHOENIX
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sel I - ™
g Uni-Gard
-
Technical Data Sheet
ISPE/PP U10
Revision: ISPE/PP U10-07252013
Product ISPE/PP U10
Scope One piece foam backed heat induction foil innerseal that will provide a peelable seal to PE and PP containers.
Composition Material Standard Metric ?zzzzzzzzzzzzzz'zzzzzzzzzzzzzzza
PET Film 0.0005” 0.013mm PET Fim
Polyolefin Foam 0.009” 0.229mm & Polyolefin Foam _——=
Foil 0.001” 0.025mm
PET Film 0.0005” 0.013mm
Heat Seal 0.0015" 0.038mm  S————HeatSeal 2
= —
1 —
[ |
Composition does not include adhesive or resin bonding layers (if any).
FDA Status: 21 CFR 177.1210 Recommended Storage and Handling: Refer to website
Drug Master File (DMF): 11485 EU / EP Reg.:
GTR Oxygen: Essentially zero MVTR: Essentially zero
Print Location (if any): Top layer of PET film

Selig materials are compliant with current USFDA Food allergen Guidelines.
Selig materials are compliant with California Proposition 65 labeling requirements.
Selig materials are compliant with limitation of heavy metals in packaging per CONEG & EU 94/62/EC, article 11.

MSDS'’s are not required as Selig is not a chemical manufacturer or distributor and our products are ‘articles’
intended for food packaging per 29 CFR 1910.1200 (HazCom).

The information contained within this product data bulletin is to be used as a general guide in determining which structures are offered for sealing to specific container
materials. All of the information which we provide is reliable to the best of our knowledge, but the accuracy thereof is not guaranteed. We suggest that consumers
determine suitability for their own application.

www.seligsealing.com

USA Manufacturing North American Sales European Sales and UK Manufacturing  Canada Manufacturing Switzerland Manufacturing
342 E Wabash Ave. 184 Shuman Blvd., 635-637 Ajax Avenue 145 Edward Street Bahnhofstrasse 13

Forrest, IL 61741, USA Suite 310 Slough Trading Estate Aurora, Ontario Canada, L4G 1W3 8172 Niederglatt

Phone: +1 (815) 785-2100  Naperville, IL 60563, USA  Slough Berkshire SL1 4BH UK Phone: +1 (905) 727-0114 Phone: +41 (0) 44 851 50 50
Fax: +1 (815) 657-7584 Phone: +1 (630) 922-3158  Phone: +44 (0) 1753 773 000 Fax: +1 (905) 727-8544 Fax: +41 (0) 44 851 50 51

Fax: +1 (630) 922-8469 Fax: +44 (0) 1753 773 111

All Selig manufacturing facilities are 1ISO 9001 certified. For details, visit www.seligsealing.com/certifications



