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38-400 WHITE FLIP-TOP CAP PS368
NO LINER .50(12.7mm) ORIF 1600/
CTN

Part #: 36582LL

Size: 38-400

Color: WHITE

Material: POLYPROPYLENE

Style: FILP TOP CAP PS368
Ad(ditional Info: NO LINER .50(12.7MM) ORIF
Case Pack: 1,600 / EACH

Pallet Pack:
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Part & Remarks: Product Name and Description:
Print No.

38mm /400 Polycam Dispensing Closure

PS—-368

Size: Finish:

38" 400]
CUSTOMER DRAWING

1,630 Diar 222

Style: Sealt

LINER

PC

®© )
@® 1 1.196 Dia. LOGO/ENGRAVING INSERTS
AVAILABLE ON TOP OF
CLOSURE FOR CUSTOM
APPLICATIONS

® 1712 Ref
Full Scale : 452®
Eront View W:476 Dia.
p
1.358 %,
1.382 Dia.
I ' 0.750 0 03@ 0.987 Mm.%)
| 0.770 : 1.210 Max. Dio 0.125
| (l — ) 0.061 Including Radii 0.155
0.370 T 1 |
0.390 ; % % | e : *
l : I -*' J/ ' : i wo.sg
. 2'9 4@ d 0.388
1.311 Dia. R0.025 Min. ‘
1.404 Dia. "E'” Max.

1.498 Dia. "T'” Max.

Per C.M.A. Standard

xx Bottle "H” Dim. Creates A

GENERAL TOLERANCE NOT SHOWN OTHERWISE: + .008

"E” 1.383/1.397 Dia.
"T" = 1.477/1.491 Dia.

TSec\ Type No. 1: Valve Seal (The most efficient provided bottle has proper "I” dimension)
Seal Type No. 2: Land Seal ("I” dimension of bottle less critical than above)

Dimensions marked * are an average of two measurements taken 90° apart.

Cap Skirt— Bottle Shoulder
Clearance Of .008” To .058"
(Including 0.010 liner)
This Can Be Adjusted To Suit
Aesthetic Requirements.

1) Thread: 6 Pitch, Per S.P.l. Standard.

2) Diameters must be concentric within .015” T.LR.

3) All Dimensions are in inches unless otherwise indicated.

BOTTLE NOTES:

Date [sym Revision Record Auth| or. Product Name and Description: Size: 38 Fm\sh:4-00 Style: PC Sealt
il Soo Revnt Py ey 38mm /400 Polycam Dispensing Closure (mm) LINER
= Spouts and Orifices Available: D @
5-10-17] | | 9.5mm orifice wos 9 CWS | GG 141 r 4mm, 6mm, 9.5mm & 12.7mm Di
9-25-17| J | Silgan wos WestRock cws | 66 I : __ _ ’ T iy _ _
9-24-18] K | Added 1.712 dimension ows | oo DISPENSING SYSTEMS Application Torque: Shipping Info: Carton Wt. (Lbs.) Molding Material: Dwn.By:
5-18-20] L | Added 4mm orifice oM | cc Satersile, Rl 02876 (USA) 17—26 Inch/ibs. Max|Pcs./Carton: POLYPROPYLENE GG
lotersville, R.l. LS.A. - - - a
Tel.: 401/767~2400 Remarks: Date: Part & Print No. Rev.:
" PS—368
Designers ond Mfg. of Dispensing Devices for the Packoging Industry. L
Note: No portion of this drowing may be reproduced withoul express written permission of Sigan Dispensing Systems Slatersville LLC Specifications subject to change without notice.

The devices represenied dbove, in whole or in porl, are covered by one or more foreign and domestic potents or gpplications.
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] H28E-00 Polypropylene Homopolymer

H28E-00 is an antistated, controlled rheology polypropylene homopolymer designed for
injection molding applications that require improved impact characteristics. It meets the
requirements of the U.S. Food and Drug Administration as specified in 21CFR 177.1520.

Typical Properties'

Values ASTM
English Units SI Units Method

Resin
Density — 0.9086 g/cc D792
Melt Flow Rate 230°C/2.16 kg — 28 ¢/10 min D1238

Injection Molded Samples

Tensile Strength (2 in/min) D638
@ Yield 4,990 psi 34.4 MPa
@ Break 2,190 psi 15.1 MPa

Elongation (2 in/min) D638
@ Yield 11.5% 11.5 %
@ Break 291 % 291 %

Flexural Modulus D790A
1% Secant 194,700 psi 1,342 MPa

Notched Izod Impact Strength D256
@ 23C 0.55 ft-1bf/in 2.91 kJ/m?

Hardness D2240
Rockwell R 95.7 95.7

Deflection Temperature D648
@ 66 psi (455 kPa) 197 F 91.8 C

Gloss at 60 ° angle 91.3 91.3 D2457

1 Typical properties will vary and are not to be used for specifications.

Technical information contained herein is furnished without charge or obligation and is given and accepted at recipient’s sole risk. As conditions of use may vary and are
beyond the control of INEOS Olefins & Polymers USA, no representations or warranty, express or implied, are made with respect to the accuracy, reliability, or completeness
of this information. This information in no way modifies, amends, enlarges, or creates any specification or warranty, and ALL WARRANTIES, EXPRESS OR IMPLIED,
INCLUDING WITHOUT LIMITATION THE WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE HEREBY
EXCLUDED. INEOS Olefins & Polymers USA shall not be responsible for any damage or injury resulting from abnormal use, from any failure to follow appropriate
practices, or from hazards inherent in the nature of the product and/or material, nor for toxicological effects or Industrial Hygiene associated with particular use of any product
described herein. This information relates only to the specific product and/or material designated and may not be valid for such product and/or material used in combination
with any other product and/or material or in any process, unless otherwise specified. This information shall not be construed as a recommendation for any use that may
infringe any patent, trademark, or the like, or as an endorsement of any material, equipment, setvice, or other item not supplied by INEOS Olefins & Polymers USA.

The name and logo INEOS are trademarks of the INEOS Group and its affiliated companies and businesses.

2600 South Shore Boulevard, Ste. 500 P~
League City, TX 77573 )

e ineasopom Olefins & Polymers USA
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] H28E-00 Polypropylene Homopo

Regulatory Information

The product and uses described herein may require global product registrations and notifications for
chemical inventory listings, or for use in food contact or medical devices. For further information,
please refer to the Regulatory Position Statement (RPS) online at www.ineos-op.com, or call + 1-800-
527-5419.

Health and Safety Information

The product described herein may requite precautions in handling and use because of toxicity,
flammability, or other consideration. The Material Safety Data Sheet (MSDS) contains the available
product health and safety information for this material and can be found at www.ineos-op.com.
Before using any material, a customer is advised to consult the MSDS for the product under
consideration for use.

The Material Safety Data Sheet for this product contains shipping descriptions and should be
consulted, before transportation, as a reference in determining the proper shipping description. If the
material shipped by INEOS O&P is altered or modified, different shipping descriptions may apply
and the MSDS of the original material should not be used.

For additional information, samples, pricing and availability, please contact:

INEOS Olefins & Polymers, USA
Marina View Building

2600 South Shore Boulevard

Suite 500

League City, Texas 77573

Phone: +1 281 535 6600

Fax: +1 281 535 6764

Customer Service: +1 800 527 5419
Tech Service: +1 800 338 0489
WWw.ineos-op.com

Technical information contained herein is furnished without charge or obligation and is given and accepted at recipient’s sole risk. As conditions of use may vary and are
beyond the control of INEOS Olefins & Polymers USA, no representations or warranty, express or implied, are made with respect to the accuracy, reliability, or completeness
of this information. This information in no way modifies, amends, enlarges, or creates any specification or warranty, and ALL WARRANTIES, EXPRESS OR IMPLIED,
INCLUDING WITHOUT LIMITATION THE WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE HEREBY
EXCLUDED. INEOS Olefins & Polymers USA shall not be responsible for any damage or injury resulting from abnormal use, from any failure to follow appropriate
practices, or from hazards inherent in the nature of the product and/or material, nor for toxicological effects or Industrial Hygiene associated with particular use of any product
described herein. This information relates only to the specific product and/or material designated and may not be valid for such product and/or material used in combination
with any other product and/or material or in any process,
infringe any patent, trademark, or the like, or as an endorsement of any material, equipment, service, or other item not supplied by INEOS Olefins & Polymers USA.

unless otherwise specified. This information shall not be construed as a recommendation for any use that may

The name and logo INEOS are trademarks of the INEOS Group and its affiliated companies and businesses.

2600 South Shote Boulevard, Ste. 500 ()
League City, TX 77573 \*)

ek 261535 6600 Olefins & Polymers USA



