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28-410 WHITE PP CAP RIBBED SIDES &
SMOOTH TOP FOAM PS-22 PRINTED

LINER

Part #: 3660PS

Size:
Color:
Material:

Style:

Additional Info:

Case Pack:

Pallet Pack:

Labol — JRB swink Labina

28-410 NECK

WHITE

PP

RIBBED SIDES & SMOOTH TOP
FOAM PS-22 PRINTED LINER
2,700 / EACH

94,500 / EACH
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SCALE 11
SECTION A-A
STATIC TORQUE RECOMMENDATION: 12-21 in-lbs
REQUIREMENT MAY VARY DEPENDING UPON CONTAINER MATERIAL, REFERENCE DIMENSION TOLERANCE UNITS
NECK FINISH, AND CAPPING EQUIPMENT
DIMENSIONS ENCLOSED IN () INDICATE REFERENCE DIMENSIONS E 1.013 [25.73] +0.010 [0.25] in [mm]
AND NO TOLERANCE LIMITS ARE ESTABLISHED T 1088 127 64 0010102 . B
+
DIMENSIONS PRECEDED BY AN "*" INDICATE THE DIMENSION IS . [27.64] — [0.25] in [mm] so I utions
PROCESS SENSITIVE. PROCESS SENSITIVE DIMENSIONS ARE + i " i
G e S ae T ; e A Bl Packachorificmems
: IMENSI | + i
PRODUCTION VALIDATION. OAH 0.745[18.92] 20.010{0.29] !n MM e e
PROPRIETARY AND CONFIDENTIAL oD 1.197 [30.40] +0.010 [0.25] in [mm] 28-410 CT Closure
THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS + ) )
INFORMATION PROPRIETARY TO MRP SOLUTIONS AND ITS PART WEIGHT 2.5 0.50 g RL (Ribbed Side)
SUBSIDIAREES. ANY REPRODLCTION, DISCLOSURE, OR USE OF
TS CONTENTS OR ANY PART THEREOF IS EXPRESSLY
PROUIBITED EXCRPT AS HIOLD.AITE LASTICQ AND 179
SUBSIDIARIES OTHERWISE MAY AGREE IN WRITING. MATERIAL: POLYPROPYLENE
T:‘JIS\MAST%R %%%m%%lgsocgggég%ggShE%LRTON‘CALLV DRAWING TYPE: CUSTOMER [ DISTRIBUTION CODE: D
DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY HAVE | THREAD DETAIL 6 THREADS 0.167" [4.24] PITCH 495> FULLDEPTH | REPLACES DRAWINGS 8030
THE LATEST REVISION PRIOR TO USE. INFORMATION: PER INCH THREADS MODEL NUMBER: PM 10890 28-410 CT_RL
THE PART DIMENSIONS DEPICTED ARE THOSE WHICH HAVE GENERALLY BEEN FOUND TO BE FUNCTIONAL BASED ON INDUSTRY EXPERIENCE. : 51T - -
BECAUSE OF VARIABILITY IN CONTAINER FINISHES, EACH CLOSUREJFINISH SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND TESTED T0 |- DRAVN BY:| CAN | 47162022 | DWG SIZE:  85'x 11 DRAWING NUMBER: | REVISION:
ENSURE IT MEETS APPLICABLE PERFORMANCE CRITERIA. ENG APPR: | BDG | 5/21/2025 | SCALE: | SHEET: CQA-10620 | 00.AC
MRP SOLUTIONS AND ITS SUBSIDIARIES RESERVE THE RIGHT TO REVISE ANY OR ALL SPECIFICATIONS AND REQUIREMENTS. QAAPPR: | TEM | 05/21/2025 21 10F3 i
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DETAIL RIBS
SCALE 15:1
120 EQUISPACED RIBS

SCALE 1:1

U

DIMENSIONS ENCLOSED IN )|ND|CATE DATE REV | NP DESCRIPTION ENG |DRW

REFERENCE DIMENSION:
TOLERANCE LNITS ARE ESTABLISHED s | DRAWING UPDATED TO REFLECT HISTORICAL RUN DATA & PROCESS
CAPABILITY. NO CHAGE TOTHE STEEL OR PART MAKING HAVE OCCURED

i

SCALE 2:1
GATE LOCATION

[

PROPRIETARY AND CONFIDENTIAL 04/19/2022 | 00 DM |AMK

THIS DRAWING IS PROTECED BY
COPYRIGHT AND CONTAINS INFORMATION| 10140002 | 00 | AB CORRECTED TOP SURFACE MOLD FINISH TO REFLECT MOLDED PART. NO LMB |Ccrs .
PROPRIETARY TO MRP SOLUTIONS AND CHANGE TO STEEL OR PART HAVE OCCURED SO I U t 10NS
ITS SUBSIDIARIES. ANY REPRODUCTION,
DISCLOSURE, OR USE OF ITS CONTENTS | 04/21/2022 | 00 | AC UPDATED TO T'. CORRECTED CORRECTED TPI METRIC CONVERSION CAN |CAN

OR ANY PART THEREOF IS EXPRESSLY Packaging with purpose.
PROHIBITED EXCEPT AS MRP SOLUTIONS | 05/21/2025 | 00 | AC UPDATED FORMAT. CORRECTED OAH TO 0.745 WAS 0.755 BDG |BDG
AND ITS SUBSIDIARIES OTHERWISE MAY DRAWING TITLE:
e 28-410 CT Closure
THE PART DIMENSIONS DEPICTED ARE i i
THOSE WHICH HAVE GENERALLY BEEN RL (Ribbed Side)

FOUND TO BE FUNCTIONAL BASED ON

INDUSTRY EXPERIENCE
BECAUSE OF VARIABILITY IN CONTAINER THIS MASTER DOCUMENT IS CONTROLLED ELECTRONICALLY.
FINISHES, EACH CLOSURE/FINISH PRINTED OR DOWNLOADED COPIES ARE UNCONTROLLED.
SYSTEM SHOULD BE INDIVIDUALLY DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY
EVALUATED AND TESTED TO HAVE THE LATEST REVISION PRIOR TO USE.

R FORMIAGE o anBLE DRAWING TYPE: CUSTOMER | DISTRIBUTION CODE: D)
MRP SOLUTIONS AND ITS SUBSIDIARIES DWGSIZE: 85'x 11" | DRAWINGNUMBER: | REVISION:
RESERVE THE RIGHT TO REVISE ANY OR REVISION HISTORY - -

ALL SPECIFICATIONS AND REVISIONS: REV: A PHYSICAL CHANGE TO THE PART IMPACTING FIT, FORM OR FUNCTION SCALE: | SHEET: | c()A-10620 | 00.AC
REQUIREMENTS N/P: DRAWING OR SPECIFICATION CHANGE ONLY 1:1&NOTED | 2 OF 3 :
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DETAIL C
SCALE 4 : 1
THREAD DETAIL
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QE
C
T
SECTION B-B
RECOMMENDED NECK FINISH IS DETERMINED FOR PROPER
FUNCS.EI)ONALOP%Rgl%S%AR%CW#VATSOW%PA”SV(EIF}UJ(I)OTNﬁALTJSE OF MRP NECK FINISH DIMENSIONS ASSUME ZERO THICKNESS (NO) LINER
RECOMMENDED NECK FNSH SHOGLD BE TESTED AND CONEIRMED REFERENCE DIMENSION TOLERANCE UNITS
FOR APPLICATION BY THE USER. -
QE 0.984(24.99] | +0.010[0.25] | in[mm]
R B e i
NECK FINISH, EOR EXACT ORIENTATION, EAGH CONTAINER ot 1.068 [27.13] £0.010[0.25] | in [mm] solutions
SHOULD BE EVALUATED ON A CASE BY CASE BASIS. Packaging with purpose
. I wir ur .
DIVENSIONS ENCLOSED N ) INDICATE REFERENGE DIVENSIONS AND S 0.046 [1.17] +0.015[0.38] | in [mm]
NO TOLERANCE LIMITS ARE ESTABLISHED - DRAWING TITLE:
H 0.705[17.91] MINIMUM in [mm] 28 41 O CT Cl
PROPRIETARY AND CONFIDENTIAL - osure
THIS DRAWING IS PROTECTED BY COPYRIGHT AND CONTAINS THREADS PER INCH 6 RL (Ribbed Side)
AN e BRODUTION, DISCLOSURE, DR UGE. - PARIES: PITCH 0.167 [4.23] in [mm] RECOMMENDED NECK FINISH
OF ITS CONTENTS OR ANY PART THEREOF IS EXPRESSLY : -
PROHIBITED EXCEPT AS MRP SOLUTIONS AND ITS SUBSIDIARIES
OTHERWISE MAY AGREE IN WRITING THIS MASTER DOCUMENT IS CONTROLLED ELECTRONICALLY.
PRINTED OR DOWNLOADED COPIES ARE UNCONTROLLED.
DOCUMENT USERS ARE RESPONSIBLE FOR ENSURING THEY
THE PART DIENSIONS DEPICTED ARE THOSE WHICH HAVE GENERALLY HAVE THE LATEST REVISION PRIOR TO USE.
BEEN FOUND TO BE FUNCTIONAL BASED O Y EXPERIEN
BECAUSE OF VARIABILITY IN CONTAINER FNSHES. EAGL CLOSUREL INISH DRAWING TYPE: CUSTOMER ‘ DISTRIBUTION CODE: D
SYSTEM SHOULD BE INDIVIDUALLY EVALUATED AND TESTED TO ENSURE IT
MEETS APPLICABLE PERFORMANCE CRITERIA. DWGSIZE:  85"x 11" | DRAWING NUMBER: REVISION:
MOLD-RITE PLASTICS AND TS SUBSIDIARIES RESERVE THE : .
RIGHT TO REVISE ANY OR ALL SPECIFICATIONS AND REQUIREMENTS 1_15&0":5;0 35 %EIETS CQA-10620 |00.AC
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TR I)SEAL MRP DESCRIPTION - (022)PRESSURE SEAL.020 PL

A TEKNI-PLEX BUSINESS

PRODUCT DATA SHEET

PressureSeal 20

PressureSeal 20 is an inner seal with a construction of polystyrene foam coated with pressure sensitive adhesive.

The US FDA does not consider liners applied with pressure sensitive adhesive to be an effective tamper-resistant feature.
Recommended for use with dry products.

Available with standard or custom print.

Typical Product Attributes

Construction

508,0 20.0
50,8 — 76,2 2.0-3.0

Polystyrene Foam
Pressure Sensitive Adhesive

_—
ey VR v
>

S ——— =
Thickness Tolerance B +10% +10%
Minimum Width 25,4 mm 1.0in
Width Tolerance +1,6 mm +0.0625 in
Properties

Oxygen Transmission (O,TR) Not Tested
Water Vapor Transmission (WVTR) Not Tested

Regulatory Compliance

FDA Compliance 21 CFR 177.1640 Polystyrene and rubber-modified polystyrene.
21 CFR 177.1210 Closures with sealing gaskets for food containers.
21 CFR 175.125 Pressure-sensitive adhesives.

Drug Master File (DMF) 002518

Other Compliances USFDA Food Allergen Guidelines | California Proposition 65 Labeling Requirements | Limitations
of Heavy Metals in Packaging per CONEG & EU 94/62/EC, Article 11

Safety Data Sheet (SDS) Statement Safety Data Sheets (SDS) are not required for articles as defined in 29 CFR 1910.1200, the

OSHA Hazard Communication Standard (HazCom). This product is an article as defined by
HazCom and is not considered to be, or to contain, a hazardous chemical based on evaluations
made by our company.

Please note that construction does not reflect adhesive or resin bonding layers, if present.

Revision Number: 4
Revised Date: 2018-06-08

DISCLAIMER: This information is believed to be accurate at the time of printing and is subject to change without notice. Providing this information does not convey any licenses
under any patent rights or intellectual property rights of Tri-Seal or others. TRI-SEAL MAKES NO WARRANTY, EXPRESS OR IMPLIED, WITH RESPECT TO THIS INFORMATION
AND DISCLAIMS ALL LIABILITY FROM RELIANCE ON IT. Tri-Seal’s only warranties for this product are those written warranties as may be agreed to by Tri-Seal and its customers.
TRI-SEAL SPECIFICALLY DISCLAIMS ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, WITH RESPECT TO THE PRODUCT, INCLUDING, BUT NOT LIMITED TO, WARRANTIES
OF MERCHANTABILITY AND FITNESS FOR PARTICULAR PURPOSE.

Tri-Seal, a Tekni-Plex Business
460 E. Swedesford Rd Suite 3000, Wayne, PA 19087
www.tri-seal.com



