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70 % WHITE
ColorantThis is a Linear Low Density Polyethylenecompound dispersed into a

resin and should process without any hesitancy at normal extrusion conditions.
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70Pigment/Additive Loading:
5Melt Flow:

500Heat Stability:

30Pellets per Gram:

YESFDA Approved:
YESCONEG Compliant:

Carrier Resin
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Melt Flow:

.924Density:

g/10 min

g/cm3

Concentrate / Compound

%
g/10 min

2.02Specific Gravity: g/cm3
F

LLDPE

tandridgeS Color
Plastics Innovation   -  Transforming Ideas Into Reality

ISO Certified Quality System Technical Data Sheet

The information contained herein is believed to be reliable, but no representations, guarantees or warranties of any kind
are made as to its accuracy, suitability for particular applications or the results to be obtained there from.  The
information is based on laboratory work with small-scale equipment and does not necessarily indicate end product 
performance.  Because of the variation in methods, conditions and equipment used commercially in processing these 
materials, no warranties or guarantees are made as to the suitability of the products for the application disclosed.
Full-scale testing and end product performance are the responsibility of the user.  Standridge Color Corporation
shall not be liable for and the customer assumes all risk and liability of any use or handling of any material beyond 
Standridge Color Corporation's direct control.   STANDRIDGE COLOR CORPORATION MAKES NO WARRANTIES, 
EXPRESSED OR IMPLIED, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PURPOSE.

sales@standridgecolor.com
www.standridgecolor.com

1570Code:

* Specific FDA regulation compliance can be provided upon request

Standridge Color Corporation
1196 East Hightower Trail
Social Circle, GA. 30025
770.464.3362
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900  Bradley  Hill  Road,  Blauvelt,  New York  10913   (845) 353-3300   FAX:  (845) 353-3376

Description: Three –ply co-extruded material; Foamed Low  
Density Polyethylene Core (2.) Between Two Solid Layers 
Of Low Density Polyethylene (1.). 

SPECIFICATIONS

Thickness Available Web Width 
Minimum 
In (mm) 

Maximum 
In (mm) 

Deviation
In (mm) 

Minimum 
In (mm) 

Maximum 
In (mm) 

Deviation
In (mm) 

0.020 (0.51) 0.060 (1.52) +/-0.005 (0.127) 1.0 (25.4) 25.0 (635.0) +/-1/16 (1.6) 
0.065 (1.65) 0.090 (2.29) +/-0.007 (0.178) 1.0 (25.4) 9.00 (228.6) +/-1/16 (1.6) 
0.095 (2.41) 0.125 (3.18) +/-0.010 (0.254) 1.0 (25.4) 9.00 (228.6) +/-1/16 (1.6) 

Density Deviation 
25 lbs/ft3 +/-2 lbs/ft3

Code of Federal Regulations Compliance: Complies to the following CFR’s 

21CFR177.1520  Olefin polymers.  
21CFR177.1210 Closures with sealing gaskets for food containers. 
21CFR178.2010 Antioxidants and or stabilizers for polymers. 
21CFR175.300  Resinous and polymeric coatings.

FDA Status:  The component materials of F-217 are listed under DMF 2434.

The aforementioned technical information and any recommendation are based on Tri-Seal’s Laboratory Findings and are believed to be true 
and accurate, but we strongly recommend that our customers perform appropriate tests they feel necessary to ensure the compatibility and 
stability of any given product with ours.  Tri-Seal, a Tekni-Plex Co. guarantees to replace any quantity proved to be defective.  We will not 
be held liable for any injury, loss or change, whether direct, incidental or consequential, due to the use of or inability to use the product due 
to a breach of warranty of any agreement between Tri-Seal and the purchaser.  Unless contained in this data sheet or agreed to in writing 
by the officers of the seller and user no other warranty will be honored.   

http://www.tri-seal.com
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