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28-400 WHT ULTRAPOUR SPOUT .48"
ORIFICE FLAT SEAL HS LIFTNPEEL
FOR PET 3200/CTN

Part #: 3690UPLNP

Size: 28-400

Color: WHITE

Material: PET

Style: ULTRAPOUR SPOUT .48" OPENING
Additional Info: LIFTNPEEL LINER; FLAT SEAL
Case Pack: 3200 / EACH

Pallet Pack: 115,200 / EACH
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NECK DIMENSIONS SHOWN ARE BASED UPON CURRENT KNOWLEDGE. IT IS THE RESPONSIBILITY OF THE

OF THE INFORMATION CONTAINED IN THIS DRAWING TO TEST FOR FIT AND FUNCTION OF THE TOTAL

DIMENSIONS SHOWN ARE INTENDED FOR POLYETHYLENE BOTTLES ONLY. IF ANOTHER BOTTLE MATERIAL
IS USED, SOME DIMENSIONS AND TOLERANCES MAY REQUIRE ADJUSTMENT.
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(30,43-30,93] | THE "T'" DIMENSION IS THE AVERAGE OF 2
MEASUREMENTS TAKEN 90° APART AT THE SKIRT.
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MEASUREMENTS TAKEN 90° APART AT THE DECK.
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REV. |REVISION DESCRIPTION PROD. ENG. REV. DATE
"H" DIMENSION. 369-.388 WAS .370-.388
C J. WISNIEWSKI 30-AUG-12

TITLE: Ul'tra Pour Spout, 28-400 Thread,
p ar Flat Seal and Ribbed with Gloss Finish

Possession of this drowing is on acknowledgement that it
and its contents are the exclusive property of Aptar.
This drowing may not be reproduced in any form
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sellg Lift 'n’ Peel”

Freshness and Protection for Today’s Packaging Tec h n I ca I D ata s h eet
Lift 'n' Peel™ U5 LP-T

Revisions: U5 LP-T-07252013

Product Lift 'n' Peel™ U5 LP-T
Scope One piece top-tabbed induction seal with foam backing that features an easily opened clean peel design for
use on PVC and PET.
Composition Material Standard Metric E v
PET Film 0.001” 0.025mm € PETFim ;
PET Tab 0.0005” 0.013mm PET Tab
Polyolefin Foam 0.0045" 0.114mm
Foil 0.001” 0.025mm
Heat Seal 0.0005” 0.013mm — ~
1 T
Composition does not include adhesive or resin bonding layers (if any).
FDA Status: 21 CFR 177.1210 Recommended Storage and Handling: Refer to website
Drug Master File (DMF): 11485 EU / EP Reg.:
GTR Oxygen: Essentially zero MVTR: Essentially zero Manufacturing Location: North America
Print Location (if any): PET Tab

Selig materials are compliant with current USFDA Food allergen Guidelines.
Selig materials are compliant with California Proposition 65 labeling requirements.
Selig materials are compliant with limitation of heavy metals in packaging per CONEG & EU 94/62/EC, article 11.

MSDS’s are not required as Selig is not a chemical manufacturer or distributor and our products are ‘articles’
intended for food packaging per 29 CFR 1910.1200 (HazCom).

The information contained within this product data bulletin is to be used as a general guide in determining which structures are offered for sealing to specific container
materials. All of the information which we provide is reliable to the best of our knowledge, but the accuracy thereof is not guaranteed. We suggest that consumers
determine suitability for their own application.

www.seligsealing.com

Corporate Headquarters ~ North American Sales European Sales and Manufacturing Canadian Manufacturing Swiss Manufacturing
Selig Sealing Products, Inc. Selig Sealing Products, Inc. Selig UK, LTD 635-637 Ajax Avenue Selig Canada, ULC Selig Switzerland LTD
342 E Wabash St 184 Shuman Blvd., Suite 310 Slough Trading Estate 145 Edward Street Bahnhofstrasse 11
Forrest, IL 61741, USA Naperville, IL 60563, USA Slough Berkshire SL14BH UK Aurora, Ontario Canada, L4G 1W3 CH-8172 Niederglatt
Phone: +1 (815) 785-2100 Phone: +1 (630) 922-3158 Phone: +44 (0) 1753 773 000 Phone: +1 (905) 727-0114 Phone: +41 (0) 44 851 50 50
Fax: +1 (815) 657-7584 Fax: +1 (630) 922-8469 Fax: +44 (0) 1753 773 111 Fax: +1 (905) 727-8544 Fax: +41 (0) 44 851 50 51
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