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24MM WHT TWIST OPEN & CLOSE
DISP. CAP .115 ORIFICE CAP/PS113

BLK TIP
Part #: 36922TOCBLK
Size: 24 MM
Color: WHITE
Material: PP
Style: TWIST OPEN & CLOSE DISP. CAP
Additional Info: 115 ORIFICE CAP/PS113 BLACK TIP
Case Pack: 3,000 / EACH
Pallet Pack:
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ECN/ECO | ZONE |REV. DESCRIPTION DRAWN | CHECKED | APPR'VD
A — JPH
K | UPDATED SALES DRAWING 0312615
ADDED VIEW WITH PAPER PWH
L | RETENTION FEATURES 02/24/16 B
C PWH C
7 M ADDED METRIC DIMENSIONS 09/22/16
N |NOTE #3: TIGHTENING FORCE WAS 15 IN-LBS,|  PWH TMW MW
NOW 8-12 09/05/18 | 09/05/18 | 09/05/18
P TIGHTENING TORQUE IN NOTE#3 WAS PWH ™MW ™MW
812 IN/LBS, NOW 8-15 09/19/18 | 09/20/18 | 09/20/18
REMOVED OVERALL HEIGHT REFERENCE KDM ™W
EQAPT%?RREETENHON 195057 | B4 1 ® | oiwension 03/02/23 | 03/02/23 | 03/02/23
ISOMETRIC VIEW
A | @M (THRU HOLE ON TIP) SCALE: 1-1 DIM. MIN. MAX
— A 1.065 (27.05) 1.095 (27.81) ——
E 865 (21.97) 885 (22.48)
H 490 (12.45) 510 (12.95)
7 940 (23.88) 960 (24.38)
B SIZE DIM MIN MAX B
115 (2.92) M 1105 (2.67) 125 (3.17)
1085 (2.16) M 075 (1.90) 095 (2.41)
NOTES:

. MATERIAL: HDPE BASE/LDPE TIP

1
2. THREAD (MODIFIED BUTTRESS): BASE (2 TURNS - PITCH 8)
3. TIGHTENING TORQUE: 8-15 IN-LBS.
4. METRIC DIMENSIONS SHOWN IN PARENTHESIS
[ o | PART NAME |ReQD | MATERIAL
THIS DRAWING IS CONFIDENTIAL AND IS | DRAWN: DATE:
A T PACKAGING AD ISNOT TO B8
, CHECKED: DATE:
SECTION ALA Fomsaircuresmo " plehita e e eiliy
- APPROVED: DATE:
ALL DIMENSIONS IN INCHES atesvi
/:\ SECTIONED BASE AND ROTATED TOLERANCES UNLESS i . 1303 S. Batesville Rd. Greer, SC 29650-9301 ,&
- VIEW 90 DEGREES FOR CLARITY OTHERWISE SPECIFIED: CUSTOMER: -
2PLDEC +/- .01 CUSTOMER PART NO.: DRAWING TITLE:
3 PL DEC +/- .005 - B -
4 PLDEC +/- .0010
ANGLES +/- .50° 'YORKER PART NO.:
SURF TEXTURE: ; JARDEN DRAWING NO.: 10 3 ¢ S SIZE
REMOVE BURRS, BREAK YORKER MOLD NO.- SCALE: ‘SHEET' %
SHARP EDGES .015R MAX L
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Selig

Uni-Foam'
Technical Data Sheet

PS-113 (Pressure Sensitive)

Revision: PS-113-12022013

Product PS-113 (Pressure Sensitive)

Scope One piece uniform polystyrene foam coated on one side with a specially formulated torque-activated
adhesive. (Not approved for use with wet products.)

Composition Material Standard Metric 7 z z

4
Polystyrene Foam 0.020” 0.508 mm Eﬁ Polystyrene Foam %
Adhesive Layer 0.002” 0.051 mm
= —
y !

FDA Status: 21 CFR 177.1210 Recommended Storage and Handling: Refer to website
Drug Master File (DMF): 3948 EU / EP Reg.:
GTR Oxygen: 2290 cc/m2.Day (ASTM D3985) MVTR: 5.85 g/m?.Day (ASTM F1249)

Print Location (if any):

Selig materials are compliant with limitation of heavy metals in packaging per CONEG & EU 94/62/EC, article 11.

MSDS'’s are not required as Selig is not a chemical manufacturer or distributor and our products are ‘articles’
intended for food packaging per 29 CFR 1910.1200 (HazCom).

The information contained within this product data bulletin is to be used as a general guide in determining which structures are offered for sealing to specific container
materials. All of the information which we provide is reliable to the best of our knowledge, but the accuracy thereof is not guaranteed. We suggest that consumers
determine suitability for their own application.

www.seligsealing.com

USA Manufacturing North American Sales European Sales and UK Manufacturing Canada Manufacturing Switzerland Manufacturing
342 E Wabash Ave. 184 Shuman Blvd., Suite 310 635-637 Ajax Avenue 145 Edward Street Bahnhofstrasse 13

Forrest, IL 61741, USA Naperville, IL 60563, USA Slough Trading Estate Aurora, Ontario Canada, L4G 1W3 8172 Niederglatt

Phone: +1 (815) 785-2100 Phone: +1 (630) 922-3158 Slough Berkshire SL1 4BH UK Phone: +1 (905) 727-0114 Phone: +41 (0) 44 851 50 50
Fax: +1 (815) 657-7584 Fax: +1 (630) 922-8469 Phone: +44 (0) 1753 773 000 Fax: +1 (905) 727-8544 Fax: +41 (0) 44 8515051

Fax: +44 (0) 1753 773 111

All Selig manufacturing facilities are 1ISO 9001 certified. For details, visit www.seligsealing.com/certifications



