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The Acoustic Collection integrates sound 
absorption and the latest LED technology to 
create an effective acoustic lighting solution.

The Acoustic Collection:  
Bold Dimensions





 

TAMING ROOM ZERO

LightArt Rings bring 
an entirely new scale to 
acoustic systems. A single 
12' diameter ring tamed 
the world’s most famous 
reverberation chamber: 
Room Zero at Riverbank 
Acoustical Laboratories 
in Geneva, Illinois. The 
reverberation time in 
Room Zero dropped by a 
staggering 65% when the 
ring was introduced. 

KEY TERMS

SABINS are the total 
sound absorption of a 
surface or object. The 
number of sabins is equal 
to square feet of perfect 
absorption. For example, 
a LightArt Ring with 100 
sabins is the same as a 
10' x 10' region of perfect 
absorption.

REVERBERATION is the 
tendency for sound to 
linger in a space. Long 
reverberation times 
make speech difficult 
to understand, and 
short reverberation 
times are preferable for 
communication.

ACOUSTIC TESTING is 
conducted at accredited 
laboratories to guarantee 
reliable data. Formal test 
reports of acoustic results 
are available upon request.

ACOUSTICS AND SIZE

The reverberation time of a space is determined by its size, surface area, and the total 
amount of absorption within. LightArt’s acoustic collection is designed so each fixture 
delivers large amounts of absorption, and the total number of fixtures can be chosen to meet 
the acoustic goals of the space.

ACOUSTIC DRUMS
44"Dia x 48"H in Moon, 30"Dia x 24"H in Ebony 
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The  
Acoustic  

Collection 3    Light + Acoustic
Now there is an acoustic and  

lighting solution that seamlessly  
blends in any space. 

1    Light
The open office plan: ideal for  
collaboration and creativity  

but noise and a lack of privacy  
can inhibit productivity.

2    Acoustic
Many times, supplemental  

acoustic treatments are placed  
on walls and ceilings to  

absorb sound and curb the issue. 

ACOUSTIC DRUMS
30"Dia x 48"H and 30"Dia x 24"H Drums rendered in Aries and Nickel



ACOUSTIC RING AND DRUMS
16'Dia x 48"H Ring and 44"Dia x 48"H Drums rendered in Admiral

ACOUSTIC DRUMS 
36" Dia x 24"H Drums rendered in Oxford

ACOUSTIC DRUMS
30"Dia x 24"H and 30"Dia x 36"H Drums rendered in Nickel



Classic Shapes 
Full Color 

Endless Possibilities 

The new styles are offered in  
sizes that can be used in a variety  
of large-scale applications to  
help solve acoustical challenges. 

ACOUSTIC BOXES
22"Sq x 24"H Box in Ruby, 30"Sq x 48"H Box in Nickel
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