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Hyundai
2006-11 ACCENT
Kia
2006-11 RIO
2007-10 SORENTO
2005-10 SPORTAGE
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1. Carefully pry radio/vent trim bezel forward, disconnect the harnesses attached to the
rear of the bezel and remove bezel. (This requires soft panel removal tools)

2. Remove the (4) Phillips screws securing the radio to the sub-dash, carefully pull radio
forward, disconnect the wire harness and antenna lead and remove radio.

DASH DISASSEMBLY
2006-11 HYUNDAI ACCENT

1. Carefully pry radio/Climate control trim bezel forward, disconnect all harnesses
attached to the rear and remove bezel.

2. Remove the (4) Phillips screws securing the radio to the sub-dash.
3. Pull radio forward, disconnect the wire harness and antenna lead and remove radio.

DASH DISASSEMBLY

2006-11 KIA RIO
2005-10 KIA SPORTAGE

BRACKET PREPARATION

Remove shaded tabs on
Left & Right brackets

HYUNDAI ACCENT
Trim shaded tabs on Left &
Right brackets carefully

KIA RIO

Remove shaded tabs on
Left & Right brackets

KIA SPORTAGE

Remove shaded tabs on
Left & Right brackets

INSTALLATION INSTRUCTIONS
1. See page 2 & 3 for Bracket Preparation.
2. Attach the left and right side brackets to the main bracket.
3. Slide radio into kit from rear & attach to ISO mounting brackets using screws supplied
with radio (do not tighten screws at this time). (Be sure the length of the screws DO
NOT touch any electrical parts inside radio, some screws may need to be shortened.)
4. Slide radio forward or backward for your desired look and then tighten the mounting screws.
5. Attach rear support strap (supplied with radio) to rear of the radio.

1. Carefully pry outward and remove the individual side trims located beside the Climate
controls and storage pockets.

2. Remove the (2) Phillips screws securing the Radio trim bezel.
3. Carefully unclip and pull forward the radio trim bezel, disconnect all attached

harnesses and remove radio trim bezel.
4. Remove the Individual screw securing each left and right vents/trim panel, carefully

pull the panels forward and remove.
5. Remove the (4) Phillips screws securing the radio to the sub-dash, pull radio forward

and disconnect all harnesses and antenna lead and remove radio.

DASH DISASSEMBLY
2007-10 KIA SORENTO

Remove ONLY shaded tabs
on Left & Right brackets

DO NOT remove these tabs
on Left & Right brackets

Remove ONLY shaded tabs
on Left & Right brackets

KIA SORENTO
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