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DIN RADIO MOUNTING INSTRUCTIONS
1. Insert DIN sleeve from your new radio into the upper section of the installation kit.
2. Depress the tabs from inside the sleeves opening upward, outward, and downward

to secure sleeve to the installation kit.
3. Install radio into sleeve and lock into place.
4. Support rear of radio with back strap (typically supplied with new radio).

1

Trim Ring is Optional

• DIN MOUNTING DEFINITION
DIN mounting an aftermarket radio is using the mounting sleeve
and trim ring supplied by the radio manufacture.

NOTES
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1. Remove the ashtray.
2. Remove the (2) phillips screws inside the ashtray cavity.
3. Gently unsnap the Radio trim bezel.
4. Remove the (4) phillips screws securing the radio.
5. Gently remove the Radio from the dash, disconnect the wire harness

and antenna lead and remove.

1998-2001 NISSAN FRONTIER
2000-01 NISSAN XTERRA

DASH DISASSEMBLY

* IMPORTANT:
Attach bracket set to rear of pocket using (2)
screws provided. (completed assembly shown)

REMOVE MAXIMA TABS
FROM BOTH SIDES

REMOVE UPPER
PATHFINDER TABS
FROM BOTH SIDES
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THIS KIT CONTAINS:
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1. Gently lift up on the trim around the shift lever and remove.
2. Remove the (1) phillips screw from the left side of the ash tray.
3. Gently pull the ash tray forward to unsnap the right side, unplug the harness

and remove.
4. Remove the (2) phillips screws from the bottom of the Radio assembly.
5. Using a panel removal tool, gently lift upward on the top vent/clock assembly.
6. Unplug the wire harnesses and remove the vent assembly.
7. Remove the (2) phillips screws securing the top of the Radio/Heater

assembly to the dash.
8. Gently slide the Radio/Heater assembly forward and disconnect the harnesses

and antenna leads and remove.
9. Remove the phillips screws securing the Radio to the side brackets,

and remove the radio.

1995-99 NISSAN MAXIMA

* IMPORTANT:
Mount kit to rear of dash trim bezel
using factory screws.

DASH DISASSEMBLY

3

DASH DISASSEMBLY
1. Gently lift up on the trim around the shift lever,starting from the rear and remove.
2. Remove the (2) phillips screws from the trim panel above the Radio.
3. Remove the (2) phillips screws from the bottom of Radio trim bezel.
4. Gently pry outward the Radio trim bezel starting at the bottom to release the

panel snaps.
5. Disconnect the lighter harness and remove the Radio trim bezel.
6. Remove the (4) phillips screws securing the Radio to the dash.
7. Gently slide the Radio forward, disconnect the wire harness and antenna lead and

remove from the dash.

1998-2001 NISSAN ALTIMA

DASH DISASSEMBLY
1.Gently pry upward on the cover cap located between the Hazard and Defroster
switches and remove.

2. Remove the (1) phillips screw from this location.
3. Using a panel removal tool, gently unsnap the Radio trim bezel from around the
radio and Heater controls.

4. Unplug the wire harnesses from the panel and remove.
5. Remove the (4) phillips screws securing the radio.
6.Gently pull the Radio forward and disconnect the wire harnesses and antenna
lead and remove the radio.

1995-99 NISSAN SENTRA
1995-98 NISSAN 200SX
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* IMPORTANT:
Attach bracket set to rear of
pocket using (2) screws provided.
(completed assembly shown)

REMOVE MAXIMA TABS
FROM BOTH SIDES

Trim Ring
is Optional

REMOVE MAXIMA TABS
FROM BOTH SIDES

Trim Ring
is Optional



DASH DISASSEMBLY
1. Carefully lift upward on trim around shift lever and remove trim.
2. Remove (2) phillips screws from lower front edge of Radio/Climate

Control trim bezel.
3. Remove (2) phillips screws from the above radio.
4. Carefully remove Radio/Climate Control trim bezel
5. Remove (4) phillips screws securing radio to sub-dash
6. Carefully pull radio forward, disconnect wire harnesses and antenna lead,

then remove radio.

2002-04 NISSAN FRONTIER
2002-04 NISSAN XTERRA

* IMPORTANT:
Attach bracket set to rear of pocket using (2)
screws provided. (completed assembly shown)

REMOVE MAXIMA TABS
FROM BOTH SIDES

REMOVE TOP FRONTIER,
XTERRA TABS FROM
BOTH SIDES
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1. Slide the Drink tray/Ashtray assembly outward.
2. Depress the release tabs (one on each side) at the rear of the drink

tray assembly, and slide outward.
3. Remove the (2) phillips screws at the bottom of the inside lip of the

Drink tray location.
4. Gently unsnap the top portion of the Radio trim bezel to release, and
push in at the bottom edge and slide the entire panel upward to remove.
5. Remove the (2) phillips screws securing the radio.
6. Gently lift upward on the left side of the Radio to lift over the retaining tab

and pull the Radio forward.
7. Slide the Radio forward, Disconnect wire harnesses and antenna lead

then remove.

1999-2003 NISSAN QUEST
1999-2002 MERCURY VILLAGER

DASH DISASSEMBLY

* IMPORTANT:
Attach bracket set to rear of pocket using (2) screws pro-
vided.
ALSO NOTE: for this application, pocket must be on top.

REMOVE MAXIMA TABS
FROM BOTH SIDES

BREAK OFF ALTIMA
TAB AT V-GROOVE
ON BOTH SIDES

REMOVE ALTIMA TAB
FROM BOTH SIDES &
MOUNT KIT WITH
POCKET ON TOP
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1. Carefully unsnap and remove vent/clock assembly above radio
(panel removal tool required).

2. Remove (2) phillips screws from Radio dash trim above Climate
Controls (one on each side).

3. Carefully remove trim from around the Radio/Climate Controls.
4. Disconnect all harnesses attached to Climate Control trim panel,

Lighter, and Hazard controls then remove trim bezel.
5. Remove (4) phillips screws securing Radio to sub-dash.
6. Slide Radio forward, disconnect all Radio harnesses and antenna

lead and remove the Radio.

2001-02 NISSAN PATHFINDER
2003-04 NISSAN PATHFINDER SE

* IMPORTANT:
Attach bracket set to rear of pocket using (2)
screws provided. (completed assembly shown)

Excluding Vehicles with the Navigation/Video System

REMOVE MAXIMA TABS
FROM BOTH SIDES

DASH DISASSEMBLY

DASH DISASSEMBLY
1. Remove the (2) phillips screws from the lower edge of the Radio trim bezel.
2. Gently pry outward on the Radio trim bezel to release the panel.
3. Remove the (4) phillips screws securing the Radio.
4. Gently slide the Radio forward, disconnect the wire harnesses and antenna lead

then remove the Radio.

1998-2000 NISSAN PATHFINDER

* IMPORTANT:
Attach bracket set to rear of pocket using (2) screws provided. (completed assembly
shown)

REMOVE MAXIMA TABS
FROM BOTH SIDES

REMOVE MIDDLE FRONTIER,
XTERRA TABS FROM
BOTH SIDES
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